MEPNN Supplier Scouting Opportunity Synopsis

Section 1: General Information

Scouting Number
Item to be Scouted

Days to be scouted
Response Due By

Description

2025-366
Somerville Screen

30
12/19/2025

Somerville Std. Screen 110V/60Hz-1 phase w/o Screen
Designed for measuring shive content of pulps, now increasingly used for
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Section 2: Technical Information

Type of supplier being sought
Reason

Describe the manufacturing processes (elaborate
to provide as much detail as possible)

Provide dimensions / size / tolerances /
performance specifications for the item

List required materials needed to make the
product, including materials of product
components

Are there applicable certification requirements?
Details
Are there applicable regulations?

Are there any other stndards, requirements,
etc.?

Additional Technical Comments

Mairacturer
BABA

Rugged stainless steel construction. The precision engineered
stainless steel screenplate has 756 slots. The standard
screenplate has slot width of 0.006" (0.15mm). An optional
screenplate with 0.004" (0.10mm) slots is also available.
Electrical characteristics: 110volts/60Hz.

The standard screenplate has slot width of 0.006" (0.15mm). An optional
screenplate with 0.004" (0.10mm) slots is also available.
Electrical characteristics: 110volts/60Hz.

Replacement Screens also required:

Special Somerville Screen (K134),

0.15mm (0.006") wide slot. Precision engineered stainless
steel screen plate, which is critical for consistent results. Plate
dimensions: 318mm x 268mm x 10 mm

Special Screen for Somerville Screen (K134),

0.25mm (0.010") wide slot. Precision engineered stainless
steel screen plate, which is critical for consistent results. Plate
dimensions: 318mm x 268mm x 10 mm

Stainless Steel, Electrical Components, Rubber

Yes

Meets Tappi T 275
No

No

Section 4: Business Information

Estimated potential business volume

Estimated target price / unit cost information (if
unavailable explain)

When is it needed by?
Describe packaging requirements

1 Somerville Screen Complete unit with Replacement Screens should last 10+

years with use at 100 hours/year
$25,000-$35,000 (based on current quote from manufacturer

1 Month

Best available. Delivered undamaged. Specifics discussed in negotiation.
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Where will this item be shipped? University of Maine

Orono, ME

04469

USA
Additional Comments
Is there other information you would like to The attached document is a quote for the Somerville Screen requested. We
include? have not been able to find a U.S. manufacturer. The quote is from a U.S.

distributor, but the unit is not manufactured in the U.S. We seeking an
alternative distributor/manufacturer that will satisfy BABA requirements.

20of2



