
MEPNN Supplier Scouting Opportunity Synopsis

Section 1: General Information
Scouting Number 2026-443
Item to be Scouted BABA: Ductless mini-split systems

Days to be scouted 30

Response Due By 09/04/2026

Description We are working on a design project for the City of Aurora (Colorado). They 
need two ductless mini-split systems (1.5 and 3 ton) for an AV Room and Data 
Center. We are unable to find BABA compliant ductless mini-split systems. 

State item to be used in Colorado

Section 2: Technical Information
Type of supplier being sought Manufacturer
Reason BABA

Describe the manufacturing processes (elaborate 
to provide as much detail as possible)

The manufacture of mini-split HVAC systems integrates several precision 
processes, beginning with the stamping, bending, and automated brazing of 
copper and aluminum to create heat exchanger coils. The compressor and 
valves are produced through CNC machining and die-casting, while the 
external chassis are formed via sheet metal stamping, powder coating, and 
plastic injection molding for the indoor housing. The system's "brains" are 
developed through PCB assembly (SMT) to enable inverter technology. Finally, 
the units undergo vacuum dehydration and refrigerant charging.

Provide dimensions / size / tolerances / 
performance specifications for the item

Current design is based on the following Mitsubishi products:
- 1.5 ton (PKA-AL18NL and PUY-AK18NL)
Please see attached document, ME_SUBMITTAL_PKA-AL18NL_PUY-AK18NL 
(3).pdf, for additional specifications and information

- 3 ton (PKA-AK36NL and PUY-AK36NL)
Please see attached document, ME_SUBMITTAL_PKA-AK36NL_PUY-
AK36NL (10).pdf, for additional specifications and information.

List required materials needed to make the 
product, including materials of product 
components

Typical components for ductless mini split systems are expected to include 
items such as compressors, inverter boards, heat exchangers, etc.

Are there applicable certification requirements? No

Are there applicable regulations? No

Are there any other stndards, requirements, 
etc.?

No

Additional Technical Comments

Section 4: Business Information
Estimated potential business volume A total of two (2) ductless mini split systems for this project. 

One 1.5 ton and one 3 ton
Estimated target price / unit cost information (if 
unavailable explain)

The 1.5 ton is estimated to be about $6,000.00 and the 3 ton is estimated to be 
about $8,000.00.

When is it needed by? January-February 2027

Describe packaging requirements Assumed to be individually packaged.

Where will this item be shipped? Aurora, Colorado
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Additional Comments
Is there other information you would like to 
include?

Construction funding is 80% FHWA with 20% match from the city of Aurora. 
The funds were awarded through a Denver Regional Council of Governments 
(DRCOG) RTO&T grant that is being administered by the Colorado Department 
of Transportation (CDOT).
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